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LDAP Support From The Control Panel
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LDAP Server

LDAP (Lightweight Directory Access Protocol) support from the Control Panel lets you access your
company’s existing e-mail address directory.

files with scanned hardcopy,
view them as thumbnails, inte-
grate multiple stored docu-
ments into new files, plus des-
ignate finishing touches at the
system or from your computer
using Gestetner’s DeskTop-
Binder software or any stan-
dard Web browser.

SEAMLESSLY CONNECT TO
YOUR PRINT NETWORK
The Gestetner DSm651/
DSm660/DSm675 Series han-
dles even your most demand-
ing print loads and supports
today’s most common network
platforms. That means you’ll
have instant, anytime desktop
access to a wide array of capa-
bilities for customizing docu-
ments — from Covers, Tabs,
Chapters, Page Numbering,

and Stamps, to 11" x 17" Out-
put and Booklets — plus a
wealth of finishing selections.
Productivity is enhanced fur-
ther with Gestetner’s unique
Refined Print Command
Stream (RPCS), an intuitive,
icon-based print driver that lets
users apply all output selections
and run a print job with a single
click. Output icons based on
specific job requirements can
also be easily created, saved
and shared.

& Gestetner DSm675 RPCS

Print Settings | Print Quality|

Custom Setting name:
Flob's Weekly Report

|§> Add/Change Custom Settings... I

Mo Setting

L]

1A
¥ Staple on [Simplex] Booklet 2 [2 st

Paper sauce tray:

IAuto Tray Select

Paper type:

IF'Iain.-"Fl ecycle_d

Paper output tray:

[=]

Fiisher Shilt Tray 2

[=]

2
© Porai ' '
orl .
Copies: il <
" Landscape ‘ ‘ = ZI‘
g Original size; Job type:
ILetter (81/2" % 11] > | [Nomal Print |
‘ Scaling[#): 100 L

Send toJob Binding
Sample Print
ocked Print
Send to Document Server

Printout paper size:

|Same as onginal size hd I

Frinter Configuration...

Uiltes... | fbout |

[ ok |[ canesl |[ Hel

Refined Print Command Stream (above) provides “one click” access
to all output and finishing selections via clear graphic icons.

Create professional, finished documents in-house (left) with a variety

of finishing options.




Access Advanced Digital Features And Manage
All Functions Right From The Control Panel

Apply desired settings using the intuitively designed Touch Panel Display, allowing you to easily navigate print, scan, copy and
document management functions.

PROFESSIONAL DOCUMENTS
FROM START TO FINISH

No matter what the business
application, the DSm651/
DSm660,/DSm675 Series auto-
mates document production
and assures optimal output
quality, with true 1200 dpi
resolution for crisp images,
the convenience of Scan Once,
Print Many and a 100-sheet
One-Pass Duplex Scanner
with Job Build capability, plus
a plentiful 8,300 sheet total
paper capacity for virtually
uninterrupted processing.

Gain even more production
power with a choice of impres-
sive finishers, all with a 3,000-
sheet capacity and a userselect-

Run multiple paper stocks, including
tabs and covers, from the internal

paper trays.

The Saddle Stitch Finisher creates

perfectly finished newsletters, mailers,
booklets, manuals and more.

able two or three-hole punch
option. Professional brochures,
newsletters, reports and more
can be yours with the versatile
Saddle Stitch Finisher. The 100-
Sheet Multi-Position Stapling
Finisher produces lengthier
documents in a snap, while
the 50-Sheet Multi-Position
Stapling Finisher satisfies gen-
eral business needs. Output is
kept separate with the top-
mounted 9-Bin Addressable
Mailbox, compatible with the
Saddle Stitch or 50-Sheet Multi-
Position Finishers. In addition,
the Z-Folding unit provides the
ability to reduce outsourcing
costs by finishing more docu-
ments in-house.

SAFEGUARD IMPORTANT
INFORMATION

With more and more messages
traveling in cyberspace every-
day, it’s vital to secure not just
the data you're sending, but
your peace of mind as well.
The Gestetner DSm651/
DSm660,/DSm675 Series’ new
Windows Authentication taps
into your existing network
login infrastructure to prevent
unauthorized system usage.
Users must enter their User
Name and Password (the same
used to login to their PC).
Once verified by the Windows
Network Server, Scan-to-E-mail
becomes available and the User
Name is sent to the “Sender’s
Name” field.

Insert pre-printed sheets as covers
and slipsheels with the post-process
Interposer.

Two additional options also
heighten security. One is the
Removable Hard Drive (RHD),
where the system’s internal
hard drive is mounted exter-
nally in a secure bay. After
processing classified informa-
tion, you can unlock, remove
and store the hard drive in a
private location. A second hard
drive can be added to separate
sensitive and general data.

Another cost-effective security
measure is the DataOverwrite-
Security System (DOSS), which
automatically overwrites tem-
porary data on the hard drive
a minimum of three times
after each copy, scan or print
job, conforming to National
Security Agency (NSA) recom-
mended methods for manag-
ing classified information. As
a result, information can’t be
easily retrieved or stolen.



DSm651/DSm660/DSm6/5

General Specitfications

Printing Process Four laser beams and electro-
photographic printing
Configuration Console
Standard Memory 128 MB/40 GB HDD
Maximum Memory 384 MB/40 GB HDD
Warm-Up Time 30 seconds (from power off)
Quantity Indicator 1 to 999
Power Source 120V/60Hz/20A
(requires dedicated 20A outlet)
Dimensions (WxDxH) 28" x 30" x 46"

Weight Less than 447.5 Ibs.
Standard Paper Feed  1st Tray: 1550 sheets x 2 (tandem) =

3,100 (letter)

2nd & 3rd Tray: 550 each (user adjustable)
Bypass 100 sheets
Total Standard/Max. 4,300/8,300 sheets
Paper Size 55"x 85" to 11" x 17" (12" x 18" Bypass Tray)
Paper Weight 14 1b. - 34 Ib. Bond/14 Ib. - 80 1b. Cover

(Bypass - Thick Paper Mode)

Engine Specifications

First Copy Speed DSm651/DSm660: 4.2 seconds
DSm675: 3.5 seconds

Copying Speed DSm651: 51 copies/minute multiple sets
(Letter LEF)
DSm660: 60 copies/minute multiple sets
(Letter LEF)
DSm675: 75 copies/minute multiple sets
(Letter LEF)

Copy Resolution True 1200 x 1200 dpi

Grayscale 256 levels

Original Type Book/Sheet

Original Size Up to 11" x 17" (12" x 18" Using Platen)

Copy Size 5.5"x8.5"to 11" x 17" (12" x 18" Bypass Tray)

Reproduction Ratios  50%, 65%, 73%, 78%, 85% 93%, 121%,
129%, 155%, 200%, 400%

Zoom 25% - 400% in 1% increments

System Accessories

Automatic Document Feeder (Standard)

Original Size 55"x85"to 11" x 17"

Original Paper Weight 11 Ib. - 34 1b. Simplex/14 Ib. - 34 Ib. Duplex
Original Stack Capacity 100 sheets

Options

Large Capacity Tray (LCT) (RT43)

Paper Size 8.5" x 11" LEF

Paper Weight 14 - 34 1b. Bond

Paper Capacity 4,000 sheets (20 1b. Bond)
Dimensions (WxDxH) 12.4" x 18.0" x 25.9"
Weight Less than 44 1bs.

LG (8.5" x 14") Option for LCT Type 1075
Enables the feeding of legal-size (8.5" x 14") paper through LCT
Paper Size 8.5" x 14", 8.5" x 11" SEF
Paper Capacity 2,500 sheets (20 1b. Bond)

9-Bin Mailbox (CS390)

Compatible with SR850 and SR861 Finishers.

Cannot be added if configured with SR841 Finisher
Number of Bins 9 bins

Stack Capacity Per Bin 100 sheets (20 Ib. Bond)
Paper Size 5.5"x 85" to 11" x 177
Dimensions (WxDxH) 21.3" x 23.6" x 26"
Weight Less than 33 lbs.

Copy Tray (Copy Tray Type 1075)

Copy Tray is an option lo receive output when configured without a Finisher.
Paper Capacity 500 Sheets (8.5" x 11"),

250 Sheets (8.5" x 14", 11" x 17")
Dimensions (WxDxH) 16" x 13.4" x 2.8"

Weight 1.4 Ibs.

11" x 17" Paper Size Tray Type 1075
Enables feeding of 11" x 17" and 8.5" x 14" paper from Tray 1.

Paper Size 11" x 17" SEF, 8.5" x 14" SEF,
8.5" x 11" SEF/LEF

Paper Capacity 1,000 sheets

Dimensions (WxDxH) 19.5" x 8.5" x 21.1"

Weight 24.3 1bs.

Tab Sheet Unit (Tab Sheet Holder Type 1075)

Necessary to feed tab sheets from Tray 2 or Tray 3 (Both trays cannot feed tabs).
Dimensions (WxDxH) 10.8"x 4.3" x 2.8"

Capacity 100 sheets

Weight .55 Ibs.

Gestetner

Gestetner Stamford, Connecticut 06904

Options
3000 Sheet Finisher w/100-Sheet Stapler (SR841)
Proof Tray
Stack Capacity 500 sheets (8.5" x 11" or smaller),
250 sheets (8.5" x 14" or larger)
Paper Size 55"x85"-11"x 17"
Paper Weight 14 1b. Bond - 80 Ib. Cover (216 g/m?)
Shift Tray
Stack Capacity 3,000 sheets (8.5" x 11"),
1,500 sheets (8.5" x 14" - 11" x 17")
Paper Size 55"x85"-11"x 17"
Paper Weight 14 1b. Bond - 80 Ib. Cover (216 g/m?)

Stack Capacity with Stapler
Staple Capacity Per Set 100 sheets (LT);
50 sheets (11" x 17", 8.5" x 14", 8.5" x 11" SEF)
Staple Position Top, Bottom, 2 staples, Top Slant
Hole Punching Option (Punch Unit Type 1075)
Hole Positions 2 or 3 holes switchable
Paper Size 55"x85"-11"x 17"
Paper Weight 14 1b. Bond - 34 1b. Bond
Dimensions (WxDxH) 31.5" x 28.7" x 38.6"
Weight 143 1b. Finisher only
Output Jogger Unit Type 1075
Secures each finished set in an orderly fashion.
Available with SR841 only.

3000 Sheet Finisher w/50-sheet stapler (SR850)

Proof Tray
Stack Capacity 250 sheets (8.5" x 11"-5.5" x 8.5"),
50 sheets (85" x 14"-11"x 17")
Paper Size 55"x85"-11"x 17"
Paper Weight 14 1b. Bond - 90 1b. Index
Shift Tray
Stack Capacity 3,000 sheets (8.5" x 11"),
1,500 sheets (8.5" x 14" - 11" x 17")
Paper Size 55"x85"-11"x 17"
Paper Weight 14 1b. Bond - 80 Ib. Cover (216 g/m?)
Staple Capacity

50 sheets (8.5" x 11" or 5.5" x 8.5")

30 sheets (117 x 177, 8.5" x 14")

Mixed Paper Size 30 sheets (5.5" x 8.5",8.5" x 11", 11" x 177)
Staple Position Top, Bottom, 2 staples, Top Slant

Hole Punching Option (Punch Unit Type 1045)

Hole Positions 2 or 3 holes switchable

Dimension(WxDxH)  27.6" x 24.4" x 37.8"

Weight 132.3 Ibs. - Saddle stitch without punch
136.7 Ibs. - Saddle stitch with punch

Same Paper Size

3000 Sheet Finisher with Saddle Stitch (SR861 Finisher)
Proof Tray
Stack Capacity (1) Not Including Z-Fold Paper

250 sheets (8.5" x 11" or smaller)

50 sheets (8.5" x 14" or larger)
(2) Z-Fold Paper Only

30 sheets (8.5" x 14" or larger)

20 sheets (8.5" x 11" or smaller)
(3) Mixed*

250 sheets at most (8.5" x 11" or smaller)

50 sheets at most (8.5" x 14" or larger)
*When Z-Fold paper and normal paper are mixed, Z-Fold paper counts as 10 sheels.

Paper Size 55"x85"-11"x 17"

(8.5" x 11"- 11" x 17" Z-Folding Paper)
Paper Weight 14 1b. Bond - 90 Ib. Index

(17 1b. Bond - 20 Ib. Bond/Z-Fold)
Upper Shift Tray* 500 sheets (8.5" x 11")

250 sheets (8.5" x 14", 11" x 17")
100 sheets (5.5" x 8.5")
#ZFold Paper cannot be output to Upper Shift Tray.

Paper Size 55"x85"-11"x 17"

Paper Weight 14 1b. Bond - 90 1b. Index
Lower Shift Tray

Stack Capacity (1) Not Including Z-Fold Paper

2,500 sheets (8.5" x 11" LEF)
1,250 sheets (8.5" x 14", 11" x 17",
8.5" x 11" SEF)
500 sheets (A5 LEF)
100 sheets (5.5" x 8.5")
(2) Z-Fold Paper Only
30 sheets (8.5" x 14" or larger)
20 sheets (8.5" x 11" or smaller)
(3) Mixed*
2,500 sheets (8.5" x 11" LEF)
1,250 sheets (8.5" x 14", 11" x 17",
8.5" x 11" SEF)
500 sheets (A5 LEF)
100 sheets (5.5" x 8.5")

*When Z-Fold paper & normal paper are mixed, Z-Fold paper counts as 10 sheets.

55"x85"-11"x 17"
14 1b. Bond - 80 Ib. Cover (216 g/m?)
(17 1b. Bond - 20 Ib. Bond Z-Fold)

Paper Size
Paper Weight
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Options
Staple Capacity
Same Paper Size 50 sheets (8.5" x 11" or smaller)
30 sheets (8.5" x 14" or larger)

Mixed Paper Size 30 sheets (8.5" x 11", 11" x 17")

(not including Z-Fold Paper)
Z-Fold Paper Only Up to 5 sheets per set (8.5" x 11", 11" x 17")
Mixed Paper Size* 5 with Z-Fold/0 without Z-Folding
(including Z-Fold Paper) 4 with Z-Fold/0-10 without Z-Folding

3 with Z-Fold/0-20 without Z-Folding
2 with Z-Fold/0-30 without Z-Folding
1 with Z-Fold/0-40 without Z-Folding
“When Z-Fold paper and normal paper are mixed, Z-Fold paper counts as 10 sheets.
Saddle Stitch 15 sheets (8.5" x 11"- 11" x 17")
Staple Position Top, Bottom, 2 staples, Top Slant
Saddle Stitch Position Center 2 positions
Center Folding 1 sheet
w/o stitch

Hole Punching Option (Punch Unit Type 1045)
Hole Positions 2 or 3 holes (switchable)
Dimension (WxDxH) 27.6" x 24.4" x 37.8"

Cover Interposer Tray (Type 1075)
Available with all three finishers.

Paper Size 55"x85"-11"x 17"
Paper Weight 17 1b. Bond - 110 Ib. Index
Paper Capacity 200 sheets (20 1b. Bond)
Paper Set Center position
Dimensions (WxDxH) 19.7"x 24.4" x 7.9"

Weight 26.5 Ibs.

Z-Folding Unit (Type 2105)
Compatible with SR861 Finisher only.
Cannot be added if configured with SR841 or SR850.
Z-Folding Position Right Fold, Left Fold, Bottom Fold
Paper Size 8.5" x 11" SEF/8.5" x 14" SEF/
11" x 17" SEF

Copy Connector (Type 2105)
Connect two machines together via cable.

File Format Converter (Type B)

Required when retrieving Document Server data stored via Copy
or Print application.

Print Controller Specitfications

Print Speed DSm651: 51 prints/minute
DSm660: 60 prints/minute
DSm675: 75 prints/minute
CPU Duron 800 MHz

Host Interface Standard: Ethernet Network Interface Card,
10Base-T/100Base-TX, Parallel IEEE1284
Optional: Wireless LAN Interface (IEEE
802.11b), USB 2.0, IEEE 1394, Bluetooth

Network Protocol TCP/IP, IPX/SPX, SMB, Apple Talk

Memory Capacity 384 MB DDR-SDRAM (Standard 128MB +
Required 256 MB Memory Option)
PDL RPCS, PCL 5e/PCL6 (Standard)

Adobe PostScript 3 (Optional)

PCL5e: 600/300 dpi

PCL6: 1200/600 dpi

PS3: 1200/600 dpi

RPCS: 300/600/1200 dpi

Win9x/ME, Win2000, WinNT 4.0, WinXP,
WinServer 2003

Win9x/ME, Win2000, WinNT4.0, WinXP,
WinServer 2003, Macintosh 8.6 - 9.2x (OS X
Classic), Mac OS X Native (v. 10.1 or later)
Win9x/ME, Win2000, WinNT 4.0, WinXP,
WinServer 2003

Win9x/ME, Win2000, WinNT 4.0, WinXP,
WinServer 2003

Print Resolution

Drivers for PCL 5e

Drivers for PS3

Drivers for PCL 6

Drivers for RPCS

Scanner Specifications

75 sides/minute (DSm651/DSm660/
DSm675)

100 dpi - 600 dpi (1200 dpi with TWAIN)
PDF, TIFF, JPEG

Standard: 10Base-T/100Base-TX

Optional: Wireless LAN Interface

(IEEE 802.11b), IEEE 1394 (“IP Over 1394”)
Network TWAIN

Scan Speed

Optical Resolution
Output Format
Interface Support

Bundled Drivers
Scan-to-Email Yes, up to 500 addresses per send
LDAP Support Yes, Version 2/Version 3
Max Stored Destination 2,000

Addresses
Authentication
Scan-to-Folder
Protocol Support

SMTP/POP before SMTP
Yes, up to 50 folders per job
SMB (Server Message Block),
FTP (File Transfer Protocol)
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